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DC/DC CONVERTER 400W 
For INDUSTRIAL application 

SERIE ESR 

 

 

 
 

100x70x20mm 
 
 

 

 SMT technology 

 Metal case 100x70x20mm 

 Non-isolated DC/DC buck converter 

 100% burn-in & parameter test 

 Assembling according to ANSI/IPC-A-610  

 High efficiency up to 98% 

 Short circuit proof 

 Extended temperature range: -40°C to +85°C  

 EMC/EMV compliant according EN55022-B 

 Integrated pi Input filter  

 RoHS compliant 

 UL94V-0 compliant 
  
 

 
 

 
 

General electrical specifications(Note1) 

Input Input F G H 

Input voltage range 18V to 70V DC 24V to 70V DC 30V to 70V DC 

Low side turn off / on 14V / 17V DC 20V / 23V DC 26V / 29V DC 

High side turn off / on 75V / 74V DC 

Max. input voltage 80V DC 

No load input current 50 mA 

 

Output Output voltage 12V 15V 18V 24V 

Voltage accuracy ±1% 

Regulation line (Note 2) ±1% 

Regulation load (Note 3)   ± 1% 

Ripple (20 MHz) < 250 mVpp 
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DC/DC CONVERTER 400W 
For INDUSTRIAL application 

SERIE ESR 

 
 

General specifications(Note1) 

Protection Short circuit Hic-Up protection 

Overload Thermal shutdown @ ca 120°C 

Isolation Isolation I/ case 500V DC 

Isolation O/case 500V DC 
Environment 
(Note 4) 

Operating temp. -40 to +85°C 

Storage temp. -55 to +125°C 

Other Temp. coefficient 0,02%/°C 

 
Notes: 
1.Typical specifications at Ta = 25°C under normal line voltage and full load conditions, unless otherwise noted; external 
input and output capacitor required 
2. Ui min to Ui max 
3. Imin = 0 to Imax = 100% 
4. Case temperature 
 
 

Examplesof Part Number 

Model Input Output Efficiency Optianal 

ESR200-F-12 18V to70V 12V / 16,7A 95%  

ESR200-G-18-O 24V to70V 18V / 11,1A 96% with On/Off 

ESR300-F-15 18V to70V 15V / 20A 96%  

ESR300-G-18-O 24V to70V 18V / 16,7A 97% with On/Off 

ESR400-F-12 18V to70V 12V / 32A 97%  

ESR400-H-24-O 30V to70V 24V / 16A 98% with On/Off 

 
 
 

Part Numbering System 

ESR 300 G 24 O 

Serie Power Input Output Optional 

ESR 
200: 200W 
300: 300W 
400: 400W 

F: 18V to 70V 
G: 24V to 70V 
H: 30V to 70V 

12: 12V 
15: 15V 
18: 18V 
24: 24V 
XX: custom solution value      
       between 12 and 24 

O: With On / Off 
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DC/DC CONVERTER 400W 
For INDUSTRIAL application 

SERIE ESR 

 

Mechanicsolution 
 

 

 
 

all dimensions in mm 
tolerance: ±1mm 

 
 

Block diagram 

 
 
 

 
 
 
 
 

 


